Text book Assi gnment :

ASS| GNIVENT 1

t hrough 1-18.

“Conmuni cati ons Hardware,’

chapter 1, pages 1-1

1-1.

1-2.

1-3.

1-4.

VWat are a lot of 1-5.

comuni cations failures
ascri bed to?

1. Equi prrent failure
2. Poor adm nistration
3 Techni cal probl ens
4, Qperator error

Who determ nes the |evel of
readi ness and preparation
that a depl oying ship should
nmai nt ai n?

1-6.
1. The conmandi ng officer
2.  The executive officer
3.  The type commander
4,  The fleet commander in
chi ef
What it the nost efficient
nmet hod of ensuring that al
step-by-step preparations
are conpl eted before
depl oyi ng? 1-7.

1. A check-of f i st

2. A visual check of all
stores

3. A review of al
produced SOPs

4, A review of all
inventory lists

| ocal ly

What publication provides
t he m ni mum nunber of

check-of f sheets?

1. NTP 4

2. NWP 4 (NWP 6-01)
3. Cvs 1

4, CMs 5

For long-range direction
finding, nediumrange
conmuni cati ons and

navi gati on conmuni cati ons,
whi ch of the follow ng
frequencies is normally
used?

1. VWLF
2. UHF
3. SHF
4. LF

is fed into
in a
recei ver

The LF receiver
what conponent
| ow f r equency
syst en?

1. Recei ver transfer
swi t chboard

2. AN SRA- 58

3. FCC- 100

4, UYK- 20

The AN UCC-1, when used to

convert AF to dc for use by
teleprinters, functions as
what type of equipnent?

1. Converter

2. Mul ti coupl er

3. Converter conparator
4, Pat ch panel



1-8.

1-9.

1-10.

What is the difference, if
any, between a black dc
patch panel and a red dc
pat ch panel ?

1.  The bl ack dc patch panel
is located closer to the
antenna nmulticoupl er
than the red dc patch
panel .

2.  The black dc patch panel
allows the operator to
patch the signal to any
crypt oequi pnrent, and the
red dc patch panel
restricts the printer
selected to plain
readabl e text or
| anguage

3. The black dc patch panel
allows for patching the
signal into any
crypt oequi pnent, and the
red dc patch panel
conpletes the loop for a
single feedback circuit

4, None

What frequency range is
primarily for nobile and
maritine units?

1. UHF

2. SHF

3. HF

4.  VLF
Aeronautical radio
navi gati on, nobile

conmuni cati ons, boat crews,
and radar use which of the
foll owi ng frequency bands?

ELF
HF

VLF
VHF

bl

1-11.

1-12.

1-13.

1-14.

When using the VHF system
the receiver transfer
switchboard will either send
the output to the C 1138
Radi o Set Control or which
of the follow ng?

1.  The speaker anplifier

only
2. The speaker anplifier or
both units

controller
transcei ver

3. The handset
4. The receiver

The UHF band is located in
what frequency range?

1. 30 to 300 GHz

2. 300 Mz to 3 Gz

3. 3 to 30 Mz

4, 300 kHz to 3 WMHz

In the UHF system the out put
of the patch panel is
connected to the transmtter
side of the transceiver and
t hen connected to which of
the foll ow ng?

1. The C-1138 Radi o Set
Cont r ol

2. The RPU

3.  The antenna coupl er

4 The voi ce handset

Where in the UHF receive
system will the voice signal
be decrypted into plain

| anguage?

1. Prior to the transfer
swi t chboard

2. In the secure voice
equi pnent

3. After the secure voice
equi pnent

4. At the secure voice
renote phone unit



1-15.

1-16.

1-17.

1-18.

In what section of NIP 2
will you find information
pertaining to the Navy's SHF
satellite systen®

1 One
2 Two
3 Thr ee
4 Four

What is/are the warning
sign(s), if any, that are
attached to black patch
panel s?

1. UNCLAS ONLY

2. ENCRYPTED TRAFFI C ONLY

3. BLACK PATCH PANEL and
UNCLAS ONLY

4, None

When equi pnent are
permanently wi red together
because they are used in
conjunction with each other,
this arrangenment is called

L nor mal -t hr ough
2. wired

3. tied

4, junctions

When you increase the nunber
of circuits on a sideband,
this is known as what?

1. Increased sideband
conpl enent s

2. Mul ti pl exi ng

3. Frequency splitting

4 Si deband nodul ati ng

1-19.

1-20.

1-21.

1-22.

1-23.

When using the AN UCC-1, you
are using frequency-division
mul tiplexing for what types
of radio circuits?

H gh vol une

Ti me- di vi si on
Transmtting

Si ngl e- and
doubl e- si deband

el AN

In what type of publications
will you locate information
and instructions on the use
of cryptoequi pnent ?

KAGCs
NTPs
NWPs
ACPs

PowPE

Define “tone package.”

1. Transm ssion with

mul ti pl exed channels
2. Signals from individua
circuits
Negative bias signals
Attenuators, keyers, and
converters In one system

B ow

VWhat is the total nunber of
narrowband channel s that can
be obtained froma termnal ?

12
13
15
16

el NS

Using the fleet Dbroadcast

system there are 16
channels, 2 of which carry
the sane information. This

process is called what?

1 Doubl i ng
2. Doubl e duty
3. Twi nni ng
4 Mat chi ng



1-24.

1-25.

1- 26.

VWhat are the different 1-27.

nmet hods of operation in
shi p-shore node?

1.  Duplex, sinplex, and
sem dupl ex

2. Sinplex, semduplex and
triplex

3. Dupl ex, sem dupl ex and
guadpl ex

4. Si npl ex, duplex, triplex

and quadpl ex

When you can use a
conmmuni cations equi pment to

both transmt and receive 1-28.

sinul taneously, this is
known by which of the
followng terns?

1. FSK (phase shift keying)
2. TDM (ti me-divi sion
mul ti pl exi ng)
3. FDX (full dupl ex)
4. HFX (hal f dupl ex)

What is the normal reason
that a ship would use the
si npl ex net hod?

1. Equi pnent casualties

2. Not anpl e equi pnent
onboar d
3. Abundance of circuits
online
4. Transm ssion by NECOS of 1- 29.

a SAR request

A ship using a sinplex
system has to call up the
shore station to pass
nmessage traffic. If the
ship cannot raise the shore
station after the second
attenpt, what is the usua
pr ocedur e?

Check the equiprent

1

2. Repeat the call-up

3. Try standby frequency

4. Attenpt to contact
anot her station

What is the purpose of the
secure voice worl dw de voice
net wor k?

1. To be able to
conmuni cate anywhere in
the world by voice

2. For ships to be able to
talk to shore stations

3.  To hook together all
types of commands into
one voice network

4. To provide secure

real -tinme, voice
communi cati ons between
both afl oat commands and

operational comanders
using HF or satellite
connectivity

VWhat is the total nunber of
FLTCINCs that control the
network of secure voice area

control stations?
1. One

2. Two

3. Thr ee

4, Four



1- 30.

1-31.

1- 32.

1-33.

What does a full-period
term nation acconplish?

1. Provi des conmuni cati ons
bet ween shore stations
and afl oat commands

2. Alows a ship to send
traffic to any shore
station along its track
for retransm ssion

3. Provi des exerci se
control over a ship for
a greater period of tinme

4. Allows a ship and an
aircraft to comrunicate
over greater distances

What is the normal lead tine
that a term nation request
must be submtted for a
full-period term nation?

12 hours
24 hours
36 hours
48 hours

PR

In what publication will you
find details of what nust be
included in a termnation
request nessage?

NTP 3
NTP 4

NWP 4 (NWP 6-01)
NWP 6 (NWP 4-02)

el e

Once the full-period
termnation period is
secured, what type of
nmessage nmust be sent to
cancel the termnation?

TSR
COWSPOT
COWSHI FT
Of-the-air

wroE

1-34.

1-35.

1- 36.

1-37.

Syst em back-t o- back
off-the-air testing nust be
conpl eted what total nunber
of hours prior to a

term nation activation?

1. 12 hrs

2. 24 hrs

3. 48 hrs

4, 72 hrs

For what reason wll a
COMVBPOT  report be

subm tted?

1. Any time unusua
comruni cati ons
difficulties are
encount ered

2. \When a ship is having
probl ens passing traffic
to a shore station

3. When a shore station can
not raise a ship for a
channel check

4, Wien an aircraft w shes
to pass vital nessage
traffic for a Task Force

To prepare a JI NTACCS
formatted COMVBPOT nessage,
you should refer to what
publication for

I nstructions?

1. NTP 4

2. CMB 6

3. NWP 10-1-13 (NWP 1-03
Supp-1 )

4. NWP 10-10-10 (NwWP
1-03. 1)

Primary ship-shore circuits
use what type of encrypted
teleprinter nets?

TDM TDK
FDX/ HDX
ARK/ MRK
PSK/ FSK

o



1-38.

1-39.

1-40.

1-41.

1-42.

Were are the frequencies
for PRI S/S circuits |isted?

1. Cl Bs

2. TSRs

3. NAVADM Ns
4, Local SOPs

What does the use of
OTAT/ OTAR procedures allow a
conmmand to do?

1. Not carry any crypto
keying materi al

2. Reduce the anount of
paper keying material on
board

3. Reli eve the operator of
ever using SF-153 forns

4. Reduce the nunber of CVB
cust odi ans required

In what publication do you
find detailed OTAT/ OTAR
procedur es?

1. CVs 1

2. CMS 6

3. NAG 16

4, NTP 4

Where was the use and
verification of OTAT/ OTAR
procedures first utilized?

1. Desert Shi el d/ St or m
2. Vi et nam

3. Bosni a

4, Cuba

What type of message traffic
takes priority over al
ot her types?

| nmedi at e
AMCRGCSS
D stress
SOSUS

~rowroE

1-43.

1-44.

1-45.

1- 46.

1-47.

Who nmay authorize the

transm ssion of wunclassified
di stress nessages on

national or internationa

di stress frequencies?

1. The conmandi ng officer
2. The officer in tactica

contr ol

3. The communi cati ons
of ficer

4, The conmmuni cati ons watch
of ficer

If your ship is in distress
and traveling with others,
to whom will you transmt
your distress message?

FLTCI NC
orc
NECOS
CNO

If you are in a |ifeboat;
whi ch of the follow ng

frequencies will you use?
1. 500 kHz
2. 2182 kHz
3. 8364 kHz

4. 121.5 Mz

What is the internationa
wor | dw de SAR frequency for
voi ce?

1. 138. 78 MHz
2, 123.1 Mz
3. 282.8 Mtz
4. 172.5 Mtz

Navy ASW aircraft assigned
to a SAR mission nonitor on
what frequency?

1. 123.1 Mz
2. 138. 78 MHz
3. 282.8 M1z
4. 172.5 Mz



1-48.

1-49.

1-50.

Who is in control
di stress nessage traffic
frequency during an

ener gency?

1. The station in distress

2. The first ship on the
scene

3. The first
t he scene

4, The senior internationa
officer at the scene

aircraft on

When equi pnent and manpower
will allow, what frequencies
does a watch station
normally listen to?

1-52.

1. Wor | dwi de
2. GMT

3. D stress
4, Secvox

timng

What is the usual cause of
system degradati on?

1. Dirty jacks

2. Smal | contributing
factors

3. Power out ages

4, Degraded patch cords

of the 1-51.

What is the primary function
of the quality nonitoring
progr anf?

1. To ensure that all PN
Fhecks are conpleted on
i ne

2. To nmonitor the end
results fromall QC jobs

3. To verify all paper work
associated with | evels,
signals, and analysis
forms

4, To direct neasurenent of
signal quality
characteristics

What is the nomencl ature of
the Quality Mnitoring set?

AN SSQ 88

AN QVB- 23
Spectrum Anal yzer 134
Spect rum Monitor 143



